
CAUTION: DISCONNECT ELECTRIC CURRENT BEFORE SERVICING

SHADED PORTION OF BAR CHART INDICATES
THE PROPORTIONAL TIMES THAT INTERNAL
TIMER CONTACTS ARE CLOSED.

BAR CHART ABOVE REPRESENTS ONE
COMPLETE REVOLUTION OF TIMER SHAFT.

NOTE:
DASHED LINES INDICATE CIRCUITS
THAT ARE NOT IN ALL MODELS.
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INSULATION MATERIAL

105°C PVC
(POLYVINYLCHLORIDE)

125° X-LINK
NOTE: ALL UNSPECIFIED WIRE CODES

ARE 18P.
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MOTOR PROTECTOR

SPLICE

MOTOR SWITCH

NO CONNECTION

CONNECTION

QUICK DISCONNECT TERMINAL
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3. DRYER TIMER  SHOWN IN OFF POSITION

WASHER TIMER SHOWN IN ON POSITION

DOOR SWITCH CLOSED, MOTOR AT REST,

PRESSURE SWITCH FULL.
HOT WASH/COLD RINSE, AND 
TEMPERATURE SELECTOR SWITCH AT

AND THERMOSTAT CLOSED.

2. CONNECT DRYER TO 30 AMP INDIVIDUAL

1. ALL WIRING MUST CONFORM TO LOCAL

BRANCH CIRCUIT.

ELECTRICAL CODES.
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SPRAY TO OCCUR DURING

120 SEC

10±2 SEC
30±2 SEC

SUBINTERVAL SPRAY DETAIL

WHT/RED

REGULAR

PUMP

SPIN

10

6

LINE SWITCH

CTERM.

I

AC
TA

M
C

E
V

AE
CIRCUIT

OF
TI

X
N

T
CD

T

WASH
16

SPIN DIR

AGITATE DIR

AGITATE DIR

SPIN DIR

HIGH MOTOR

T12

3
12
6

10

52
T

MASTERB

B

6
13
12

84

6 16

B

PUMPT

B

14 23

LOW MOTOR

P.S. BYPASS

LID SW BYPASS

RINSE FILL

WASH FILL

WATER TEMP.

B18

15
13

16

8 16

10 17

PUMPT

B

T

24
22

19
12 22

B

T

T

SIS SPRAY

FIRST IMPULSE

24 B
G G G

5
G GG GG G

OPEN FOR 9±4 SEC.
INDICATES SWITCH

6
PUMP

10
PUMPRINSE

4

OFF

SPIN

PERM. PRESS

WASH
12

RINSEPUMP
46

SPIN

DELICATE

RINSE
OFF

SPIN

PUMPWASH
66
SPIN

OFF
PUMP

64
SPIN

RACHET

A = 4.5°

LEGEND

C = 5.5°
D = 6.0°
E = 6.5°

G = 7.5°
F = 7.0°

B = 5.0°

15
BG G DG G

20
DB CB GB

25
F GFFF F

30
G GG BG G

4035
FB BD F D

45
GG GG GG

50
GG G G CB

53
C C

ANGLE

B

SWITCH
DOOR

14P
RED


