
SER
VIC

E D
ATA SH

EET
Electric R

anges w
ith ES 100/105 Electronic O

ven C
ontrol

Electronic
O

ven C
ontrol

(E.O
.C

. R
ear View

)

IM
PO

R
TA

N
T

D
O

 N
O

T R
EM

O
VE TH

IS B
A

G
O

R
 D

ESTR
O

Y TH
E C

O
N

TEN
TS

W
IR

IN
G

 D
IA

G
R

A
M

S A
N

D
 SER

VIC
E

IN
FO

R
M

A
TIO

N
  EN

C
LO

SED
R

EPLA
C

E C
O

N
TEN

TS IN
 B

A
G

R
TD

 S
C

A
LE

T
em

perature (°F
)

R
esistance (ohm

s)

32 ±
 1.9

1000 ±
 4.0

75 ±
 2.5

1091 ±
 5.3

250 ±
 4.4

1453 ±
 8.9

350 ±
 5.4

1654 ± 10.8

450 ±
 6.9

1852 ± 13.5

550 ±
 8.2

2047 ± 15.8

650 ±
 9.6

2237 ± 18.5

900 ± 13.6
2697 ± 24.4

R
esistance Tem

perature D
etector

Electronic O
ven C

ontrol (E.O
.C

.) C
onnections (J1)

p/n  316905237  (1110)

N
O

TIC
E - This service data sheet is intended for use by

persons having electrical and m
echanical training and a level of

know
ledge of these subjects generally considered acceptable

in the appliance repair trade.  The m
anufacturer cannot be

responsible, nor assum
e any liability for injury or dam

age of any
kind arising from

 the use of this data sheet.
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To avoid the possibility of personal injury and/or property dam
age, it is

im
portant that safe servicing practices be observed.  The follow

ing are
exam

ples, but w
ithout lim

itation, of such practices.

1.
B

efore servicing or m
oving an appliance rem

ove pow
er cord from

electrical outlet, trip circuit breaker to O
FF, or rem

ove fuse.
2.

N
ever interfere w

ith the proper installation of any safety device.
3.

G
R

O
U

N
D

IN
G

:  The standard color coding for safety ground w
ires is

G
R

E
E

N
 or G

R
E

E
N

 W
ITH

 Y
E

LLO
W

 S
TR

IP
E

S
.  G

round leads are
not to be used as current carrying conductors.  It is extrem

ely
im

portant that the service technician reestablish all safety
grounds prior to com

pletion of service.  Failure to do so w
ill

create a potential safety hazard.
4.

P
rior to returning the product to service, ensure that:

• A
ll electric connections are correct and secure.

• A
ll electrical leads are properly dressed and secured aw

ay from
sharp edges, high-tem

perature com
ponents, and m

oving parts.
• A

ll uninsulated electrical term
inals, connectors, heaters, etc. are

adequately spaced aw
ay from

 all m
etal parts and panels.

• A
ll safety grounds (both internal and external) are correctly and

securely reassem
bled.

O
ven C

alibration
S

et the electronic oven control for norm
al baking at 350°F.  O

btain an
average oven tem

perature after a m
inim

um
 of 5 cycles.  P

ress C
A

N
C

EL
or C

LEA
R

 O
FF to end bake m

ode.

R
esistance Tem

perature D
etector Scale

Electronic O
ven C

ontrol (E.O
.C

.) Fault C
ode D

escriptions (m
odels that display F1 or F3)

N
ote: O

nly tw
o fault codes are displayed by this control - F1 or F3. G

enerally, F1 display im
plies the electronic oven  control itself has detected an internal

m
alfunction.  F3 im

plies the control has detected a sensor probe failure. In either case, an alarm
 w

ill accom
pany a displayed F1 or F3.

1.
S

horted keypad.

2.
C

ontrol's internal checksum
 m

ay have becom
e corrupted.

3.
C

ontrol has sensed a potential runaw
ay oven condition. C

ontrol
m

ay have shorted relay, R
TD

 sensor probe m
ay have gone bad.

1.
O

pen R
TD

 sensor probe. N
ote: The E

O
C

 w
ill initially display an F1

for this condition. The E
O

C
 thinks a runaw

ay oven condition exists.
2.

S
horted R

TD
 sensor probe. N

ote: The F3 for shorted probe should
only occur w

hen the oven is active or w
hen an attem

pt is m
ade to

enter a m
ode.

Likely Failure C
ondition/C

ause
S

uggested C
orrective A

ction
  Fault  C

ode

1.
D

isconnect pow
er, w

ait 30 seconds and reapply pow
er. If fault returns

upon pow
er-up, replace E

O
C

.
2.

C
heck R

TD
 sensor probe and replace if  necessary. If oven is

overheating, disconnect pow
er. If oven continues to overheat w

hen
the pow

er is reapplied, replace E
O

C
. S

evere overheating m
ay require

the entire oven to be replaced, should dam
age be extensive.

3.
R

eplace E
O

C
.

1.
C

heck resistance at room
 tem

perature and com
pare to R

TD
 sensor

resistance chart. If resistance does not m
atch the chart, replace R

TD
sensor probe.

2.
C

heck resistance at room
 tem

perature, if less than 500 ohm
s, replace

R
TD

 sensor probe.

F1F3

R
unaw

ay tem
perature.

S
horted keypad.

B
ad m

icro identification.

B
ad E

E
P

R
O

M
 identification/checksum

 error.

O
pen probe connection.

S
horted probe connection.

Likely Failure C
ondition/C

ause
S

uggested C
orrective A

ction
Fault C

ode

1. (F10 only) C
heck R

TD
 S

ensor P
robe &

 replace if necessary. If oven is overheating,
disconnect pow

er. If oven continues to overheat w
hen the pow

er is reapplied, replace E
O

C
.

S
evere overheating m

ay require the entire oven to be replaced should dam
age be extensive.

2. (F11 &
 13) D

isconnect pow
er, w

ait 30 seconds and reapply pow
er.

3. (F11 &
 13) If fault returns upon pow

er-up, replace E
O

C
.

1. (F30 or F31) C
heck resistance at room

 tem
perature &

 com
pare to R

TD
 S

ensor resistance
chart. If resistance does not m

atch the R
TD

 chart replace R
TD

 S
ensor P

robe. C
heck S

ensor
w

iring harness betw
een E

O
C

 &
 S

ensor P
robe connector.

2. (F30 or F31) C
heck resistance at room

 tem
perature, if less than 500 ohm

s, replace R
TD

 S
ensor

P
robe. C

heck for shorted S
ensor P

robe harness betw
een E

O
C

 &
 P

robe connector.

F10

F11

F13

F30

F31

Electronic O
ven C

ontrol (E.O
.C

.) Fault C
ode D

escriptions (m
odels that display F10, F11, F13, F30 or F31)

C
ircuit A

nalysis M
atrix

Im
portant notes:

•
The oven tem

perature adjustm
ent m

ay be m
ade if your oven control has been

set for °C
 (C

elsius) tem
perature display m

ode. In this case each press of the
U

P A
R

R
O

W
 or D

O
W

N
 A

R
R

O
W

 key pad w
ill adjust in 1°C

 increm
ents upw

ard
(m

axim
um

 +18°C
) or dow

nw
ard (m

axim
um

 -18°C
), depending on w

hich
arrow

 keypad is pressed.

•
If at any tim

e during the process of adjusting the oven tem
perature feature

you decide not to m
ake the change, press the C

A
N

C
EL or C

LEA
R

 O
FF key

pad once before the acceptance beep.

•
The oven tem

perature adjustm
ent feature can not be m

odified if B
A

K
E or

B
R

O
IL is active.

O
ven Tem

perature A
djustm

ent (som
e m

odels)

1.
P

ress &
 hold the B

A
K

E key pad and release after the display show
s the

factory tem
perature setting of 00.  If the oven tem

perature has been
previously adjusted from

 the factory setting, the latest adjusted value w
ill

appear in the display instead.
2.

Y
ou m

ay increase the oven tem
perature in 5°F increm

ents w
ith each press

of the U
P A

R
R

O
W

 key pad. Y
ou m

ay also adjust the oven tem
perature

dow
nw

ard in 5°F increm
ents w

ith each press of the D
O

W
N

 A
R

R
O

W
keypad (total adjustm

ent range is +35°F to -35° F).
3.

To accept the change, w
ait until the oven control provides the acceptance

beep (See im
portant notes).

4.
The oven tem

perature adjustm
ent has been m

ade by the oven control and
the display w

ill return to the tim
e of day.
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