Standard Dry Air Flow

When the control advances to the “dry” portion of
the cycle, alinear actuator retracts a valve, which

Exploded View of Wash System Trouble Shooting Tips

AWARNING

vents located atthe bottom of the door. The water
on the dishes is evaporated into drier air and the

opens a vent path through the console into the venting process continues. The heating element
Delivery——1 kl_tchen. The heated, moist air leaving the is turned ON and OFF during the entire drying Personal Injury Hazard
Tube ! dishwasher through the console vent causes - cycle. Always disconnect the dishwasher from the electrical power source before adjusting or
: : : : : ways di ishw i W u justi
% : drier air to be drawn into the unit by way of intake replacing components.
o[} 3rd Level
\ iprayAFm Symptom Check the Following Remedy
ssy.
Middl Dishwasher will not operate when 1. Fuse (blown or tripped). 1. Replace fuse or reset breaker.
iddle turnedon. 2. 120 VAC supply wiring connection 2. Repair or replace wire fasteners at
Lower Spray Arm l J .
Spray Arm Assy faulty. dishwasher junction box.
: H H H 3. Electronic control board defective. 3. Replace control board.
Detergent and Rinse Aid Dlspenser 4. No 12 VAC power to control. 4. Replace control board.
. . . . : . 5. Motor (inoperative). 5. Replace motor/impellerassembly.
T_he detergent and rinse a.|d Flepenser is aone To replace dispenser: 6. Door switch (open contacts). 6. Replace latch assembly.
piece component consisting of a molded o ghyt off electricity to dishwasher 7. Door latch not making contact with 7. Replace latch assembly.
’ door switch.

Soil

detergent cup and a built-in rinse aid dispenser.

remove outer door panel assembly,
disconnect wiring to the actuator,

©

. Touch pad circuit defective.
. No indicator lamps illuminate when

©

. Replace console assembly.
. Replace console assembly.

Director The detergent cup has a spring loaded cover .
9 up I pring « remove the six screws, START or OPTIONS are pressed.
and the rinse aid dispenser has a removable ;
cover e remove the dispenser,
Volute ) * replace and reinstall screws, Motor hums but will not startorrun. 1. Motor (bad bearings). 1. Replace motor assembly.
‘ Cover Liquid rinse aid is added to the dispenser up to  * rewire actuator. 2. rl\]/loc;]t_cl)JrS:tuck due to prolonged 2. Rotate motorimpeller.
Sol /ﬁ;ﬁ the fill line indicator. The amount of rinse aid
Filter 4 Filter released can be adjusted by turning the arrow . .
Motor trips out on internal thermal 1. Improper voltage. . Check voltage.

Water
Bottle

Sump
Housing

Heating
Element

indicator from one, being the least amount, to
four, being the greatest amount.

Tub and Door Seal

The door seal is pressed into the tub channel for

without stretching or bunching. The gasket takes
an interference fit. Center the gasket (marked on a short turn at the bottom of the tub channel
back) at the tub top center and press in place before ending at the channel end wall.

overload protector.

w N

. Motor windings shorted.
. Glass or foreign items in pump.

wWN =

. Replace motor/impeller assembly.
. Clean and clear blockage.

Dishwasher runs but will not heat.

. Heater element (open).

. Electronic control board defective.
. Wiring or terminal defective.

. Hi-Limit thermostat defective.
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. Replace heater element.
. Replace control board.

. Repair or replace.

. Replace thermostat.

Detergent cover will not latch or
open.

GahWOWN =

. Latch mechanism defective.

. Electronic control board defective.
. Wiring or terminal defective.

. Broken spring(s).

. Defective actuator.

AR WN =

. Replace dispenser.

. Replace control board.
. Repair or replace.

. Replace dispenser.

. Replace dispenser.

Water
Inlet Tube Motor
Bracket Dishwasher will not pump out. 1. Drain restricted. 1. Clear restrictions.
Circulation 2. Electronic control board defective. 2. Replace control board.
Water Motor 3. Defective drain pump. 3. Replace pump.
Valve , 4. Blocked impeller. 4. Check for blockage, clear.
Gasket Cross Section 5. Open windings. 5. Replace pump assembly.
pump Assemb|y 6. Wiring or terminal defective. 6. Repair or replace.
i i i f Dishwasher will not fill with water. 1. Water supply turned off. 1. Turn water supply on.
The pump ass_emb_ly 1S driven by a synchronqus isattached bya_worm gearclamptothe discharge 2. Defective water inlet fill valve. 2. Replace water inlet fill valve.
motor. Rotation is in the counterclockwise end of the drain pump. o 3. Check fill valve screen for 3. Disassemble and clean screen.
direction at 3600 RPM. The motor drives a pump The drain hose must have a loop at a minimum A on?tructior;ls. X . |
i i f . Defective float switch. . Repair or replace.
which Supplle_s 100 percent filtered water at a height of 32 inches in order to insure proper Interior 5. Electronic control board defective. 5. Replace control board.
rate of approximately 12 GPM to one spray arm drainage 6. Wiring or terminal defective. 6. Repair or replace.
atatime. The spray arm’s operation is alternated ' 7. Float stuck in “UP” position. 7. Clean float.
by small “pauses” of the motor during the wash The main pump can easily be removed by &
cycle. disconnecting the upper spray arm supply tube Dishwasher water siphons out. 1. Drain hose (high) loop too low. 1. Repair to proper 32-inch minimum
Draining is accomolished by using a small hose, the drain pump connector hose, the wiring Short Turn » Drain | ed 0 a floor drain 2 Ihertgilrlt . . ort
ce aratg s nchronorL)ls drain yum rr?ounted o harness connections made at the circulation e necied foafioordrain 2. Insial alr gap &t counter fop-
thg side gf the sum Thep drzin umo . is motor, the water heat thermistor located on the
connected to the main F:).ump by a smaﬁl rugber bottom of the pump and rotating the four sump
hose. The drain check valve is located at the retainers toward the middle of the sump. Product Specmcatlons Detergentleftin dispenser. 1. Detergentallowedtostandtoolongin 1. Instruct customer/user.
isah i ; Electrical Water Suppl dispenser.
dlSCharge end of the drain pump. The drain hose PP y : ! . 2. Dispenser wet when detergent was 2. Instruct customer/user.
Rating 120 Volts. 60Hz Suggested minimum incoming water added.
. o ' temperature ........cccoooiiinee. 120°F (49°C 3. Detergentcoverheldclosedorblocked 3. Instruct customer/user on proper
Separate Circuit..15 amp min.- 20 amp max. : by larae dish loading of dish
Motor (Amps) 1.8  Pressure (PSI) min./max.................... 20/120 y arge disnes. oacing of C1snes.
900Watt Heater ........................................... . . 3 4. Improperlncomlngwater ) 4. Incoml_ng Watgrtemperature Of
Heater Wattage ........oooceeeeieiiiiiiin 900 Connection (NPT) ...cooeuiiiiie /e temperature to properly dissolve 120°F is required to properly
Refer to the cycle chart on the reverse side to Voltage checks of the heater should be made in ~ Total Amps (load rated) .........coeuneee. e 10(;0 Consumption (Normal Cycle) ................. oo 5 dsif[%equrgem cover will not open.” dissolve dishwashing detergents.
determine when the heater is on during the wash  the dry portion of the service test mode. TempASSU';e R .. 140°F £5°F ... 4.9-9.7U.S. gal., 18.5 - 36.7 liters
. (60°C+3°C) [with outer door in place] Water valve flow rate (U.S. GPM) 83
cycle. The heater cycles ON and OFF for brief TempBoost 145°F +5°F (63°C +3°C) : v 2. GFEV) e .
periods during the drying cycle. Heated Wash/Heated Rinse Water recirculation rate (U.S. GPM) ..............
Sanitize oo, 150°F +5°F (66°C +3°C) Wtf”t ..................................... app{r307x. 12
ater i time ..., sec

Hi-Limit Thermostat ................ 200°F (93°C)
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N Qk) Disconnect electrical power at the fuse box WASHING, <-ecmeemmmermmmeeeeee Wash portion of cycle
oy 0 Q or circuit breaker box before servicing under | | gANITIZED -- -- The SANITIZED criteria has been met. Indicator light will switch off when door is opened.
o ™~ Tostart ........ Close and latch door. Press START/CANCEL pad. this product. Electrical power may be DRYING ----- - Drying portion of cycle. ' o .
present on some parts undaer this product, | § CLEAN --------------moomooeeee OWS completion or cycle. Inaicator lignt will switch off when door IS opened.
N . X E ) t rts under th duct, CLEAN Sh letion of cycle. Indicator light will switch off when d d
|_ L N ™~ To delay start. . . .Close and latch door. Press DELAY START pad to select desired even if not in use. OPTION LED's Flashing fi All LED's flashing indicates power failure has occurred. Press START/CANCEL pad and reselect desired options and cycle.
({o] (\I) m (\‘ g delay time. STATUS LED's Flashing-- The STATUS LED's that are lit when the door is opened will flash. Close door.
To select a new i ; ; ;
m G % LO ';9 N cycle or option - - -Press desired cycle and/or option pad. The indicator lights will change. Press z::liz:itic:‘jf:rl;ozvrt:éztvr\:arnlng could result in
II I n £, . o) START/CANCEL within 15 seconds to begin cycle. ’
I ™ § (0 N B To cancel cycle . .Press START/CANCEL. Dishwasher will drain for 90 seconds, then shut off. 0O 0
z||=Q 28 Wiring Diagram
< E ™ I
N«
> 0 . >
Water/Service Test 53 _
o QEZ
mNoRe)
T © w O m
I > >85ZE3 |5 o o g
[ E 5 @ 0 >0 & & & o o
o 5 523 g ESo The water/service test is a special function 5 I_ < I_J
— 5_35%5% p g 55 initiated from the power failure mode or idle HAME _|a 2 g o > o i x o
> TEge25s g0 mode. = 21812l lg| 12|2|8la — 5 =<
0 IEEEEE T AHEEREEEE 1 SEle 58
EgogEScES e - . o A 1EEEIBHEEE | | 3si° ¢
oL e 5 S While in power failure mode - simultaneously g AN EESEEE r3 3=
m E:ma%gguo @» EHEEIEE R e RS I EE IIE
=3 298 g% 59 press the HEAT DRY and START/CANCEL pads |1 riosrensen ah oo T T oTolo | T S § AL %
(d)p] coE885E23 for second. 2 [FiL 2|1 ]ololofo]1[1]0[0]0 | | oz f 3
o09g=9Q<c a3 3 | WASH asfol1ToJofo[11]o]o]o % < = =
%< =% 8':5 gé ‘é’ The dishwasher will then step through the test 4 | PAUSE wlolololr o Tl ololo I i @ 5 u
gg 8583 888 cycle per the chart. Pushing the START/CANCEL |[5 | wasHHEAT 750 |1 [o 1ot [o[o]0]0 -z = = = = = ol 2 = 8
€ §§§§ ‘E 5 .*-f'E’# pad will advance the dishwasher to the next step. j g:;:/HEAT/DSR 600 [1[0]1]1 1 0fo g 2 x « - E g w - o
w2 GE2FTEZEY gofofol1]o]o 0]o 2 o S w = 2 = =35
23825858 E 2 || Whilein idle mode - simultaneously press the HI |[& | oaY %o o] [x[o]ofo]o] ][0 2 2 Z & & p i S°
- TEMP and START/CANCEL pads for 3 seconds. TOTAL 488 IR S = T & ) B
X - denotes selectable option =2 = T e = S
o =) (= i =
CLEAN LED stays on until door is opened or cycle is started. =

Cycle Selection Options
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